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PLEASE READ BEFORE STARTING

This manual contains three overall sections:

2) IR Remote Section
Programming your new sign using the included
IR Remote Keyboard

Software Section
Programming your new sign using the included
Software

@ Quick Reference Section
Corresponding Codes for IR Remote Keyboard

@ Help Section
Most commonly asked questions, froubleshooting, contacting
technical support

The step-by-step process of explanation will help you accomplish a few
examples before starting on your own.
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KEY FEATURES

COLORS AND FONT SIZES
By combining colors and different font sizes, the LED display will allow you
to advertise and capture your customers attention like never before.

VISUAL TEXT EFFECTS AND GRAPHICS

With such functions as cycling, scroll-up, scroll down, and overlap, advertising
has never been so much fun! powerful graphics editor can create your own o
make your messages stand out!

DEPENDABILITY AND DURABILITY

All of our signs are manufactured under strict quality controls for years of prob-
lem free operation. The aluminum casing minimizes interference and assures
reliability wherever it is installed.

LARGE MEMORY AND MESSAGE STORAGE

The led display system is equipped with 32K of memory with the capability fo retain
your programmed information for up to 30 days when not used.

* Internal back-up battery.

SCHEDULE DISPLAY FUNCTION
To display different message with different time/date. One touch easy
operation press one key to display date and time or pre-loading message.

Led display system Software for use with Windows 98 and higher
Please see the Software Section, for all the features!



KEYBOARD LAYOUT

INFRA-RED REMOTE KEYBOARD LAYOUT

OMIOFF TIME/DATE CHPROG ESC

SHIFT EUROP-CHAR PROG  FUNCT

COLOR  FONT RUMPAGE ENTER

B Bl BN
~ > 4 ¥

SPACE DEL

Command Keys
Keys located in the yellow area

Character Keys

Keys outside the yellow area
Upper Case Keys (26) A-Z
Lower Case Keys (26) a-z
Numeric (10) 0-9

European (64) A
Please refer o page 6-7 for
instructions on displaying
European characters

NOTE:
IR keyboard must be pointed
at the built-in infra-red sensor
located on the top left hand
corner of the sign.
Optimum operating distance
should be around 5' to 30'.
DO NOT subject the remote
keyboard to impact, water or
excessive humidity.
The remote keyboard operates
on two Ré (UM/SUM-3, AA) or
AAA 1.5-volt batteries.
Batteries not included.

Inserting Batteries

Battery Cover



(2) IR REMOTE OPERATION INSTRUCTION DIAGRAM

TWEDATE CANGEL . . ... ..
—{Q-PROG INPUT MESSAGE ENTER
A..Z
SHIFT (a..z,0..9,!..,)
EUROP-CHAR (A..7)
FONT (4x7, 5x7, 6x7)
SPACE
DEL
—|PR&|E—,—|-» SELECT PAGE EDIT | #¥ CHANGE PAGE(A..Z) HENTER}—‘
R INPUT MESSAGE HENTERH 44 SELECT HENTERH 44 SELECT
« Refer Q-prog LEADING AND CLOSING
DISPLAY EFFECT EFFECT —‘
L{ENTER HH¥SELECT HENTERH#¥SELECT ENTER
DISPLAY TIME MOVING SPEED

—{= SELECT SCHEDULE DISPLAYH$¥SELECT SEHEDULE(A. . E) HENTER }—|

t4 SET START YEAR

ENTER
t MONTH

MINUTE
ENTER

t4

t4 SET CLOSE YEAR

ENTER
t MONTH

t MINUTE
ENTER

INPUT DISPLAYHENTER
PAGES(A...Z)

%FU%—{CLEAR ALLHENTER]

= SET ID}{t¥ <= SELECT ID ADDRESS 0. .FF FENTERF—

= SET BRIGHTNESS—{#¥ SELECT BRIGHTNESS . A.. DH{ENTER}

= SET CLOCK YEARN{#¥ <= SELECT YEAR 00..99{ENTER—

H = SET CLOCK MONTH}{#¥ == SELECT MONTH 01. . 12HENTER}-—ESC]|

= SET CLOCK DATE}{#¥ <= SELECT DATE 01..31—{ENTERF—

= SET CLOCK HOURM{## <= SELECT HOUR 00.. 23{ENTERI——]

- = SET CLOCK MINUTE}#¥ <= SELECT MINUTE 00..59{ENTER}F

“—RUN PAGEIINPUT PAGE ABC...ZENTER]




IRSECTION
GETTING STARTED BY REMOTE CONTROL

PRESS |ON/OFF
The sign will display on and off

PRESS [TIME/DATE]---[ESC]| (OFF)
To display the time and date message only, press ESC to cancel time/date
display function.

Programming a simple message with
Let's practice how to program a simple message by following the steps below.
Make sure your sign is currently running a message.

Press Display Description
1. | Q-PROG Stop the sign and wait formessage
input
2. HIE [ol[sPACE]  HELLO Key-in "HELLO" using the

character keys

TIP: If you key-in a wrong character, press fo delete the last character
entered.

3. |ENTRE HELLO HELLO Runs the message you
programmed

#) PROGRAMMING ALTERNATE CHARACTERS

Display lower-case Letters, numbers, and symbols using the

SHIFT | key.
Please take notice of the INDICATION BLOCK, which appears on the left hand
corner of the sign whenever the |SHIFT| key is pressed in the following steps.

1. Press to stop the sign. and program a message

2. Press @ to display the letter" A",

3. Pressthe key once. Now press any one of the letfter
character keys on the IR Remote. character keys active
(lower-case mode).

4. Press again. Now press any one of the white number character
keys on the IR Remote. white character keys active (numerical mode).

5. Pressthe key again. Now press any one of the green symbols
character keys on the IR Remote. green character keys active
(symbols mode).

6. Press again to return you to the upper-case mode. Press any letter

key to verify that you are back in the upper-case mode.
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